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The new X Touch series push-button stations for auxiliary controls
are the result of a blend of Coel’s long experience in manufacturing
electromechanical components.

In designing the product particular attention was paid both to easy
handling features and to the technical aspects, in order to ensure
usage also in heavy-duty circumstances.

All the materials, which come into direct contact with the environ-
ment, are resistant to atmospheric agents, oils, temperature chan-
ges and are shockproof.

X Touch is built so to ensure complete protection against dusts and
water as per IP65 protection 

The optimized internal space allows to make all connections easily
and quickly. 

Bridge connections have been projected in order to reduce cabling time and are available upon request.

X Touch push-button stations are offered in 5 different sizes, ranging from 4 to 16 buttons devices
and various controls and switches can be mounted on each type.

They are made out of an enclosure in aluminum. 

The switches have self-cleaning sliding contacts in silver alloy.
Inside the enclosures it is possible to insert switches, thermal protectors and a resistances as anti
condensation heater.

The pendant stations are intended to be used in industrial areas and in particular for Hazardous 
Locations ATEX and IECEx zones are 1, 2, 21, 22; for cETLus Class I, Class II, Class III, are Division 1.

• Enclosure made in aluminum as standard

• Ambient temperature range: -20°C to +60°C for ATEX-IECEx, -20°C to +40°C for cETLus

• Double step buttons for each type

• Painted with epoxy paint as standard

• Supplied with Selector Switch ( Key type ) Disabled, Enabled and Start 

General Safety Specifications :

• Maximum power supply 250Vdc or 240Vac 
• Maximum current 1.1 A at 250 Vdc or 3A at 240Vac 
• Rated frequency 50/60 Hz

• Enclosure in steel C40 or AISI 316 ( only for TA type )

• Anti-condensation heater
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Conformity to ATEX Standards – 2014/34/UE

EN 60079-0 - Explosive atmospheres. Equipment. General requirements

EN 60079-1 - Explosive atmospheres. Equipment protection by flameproof enclosures "d"

EN 60079-31 - Explosive atmospheres. Equipment dust ignition protection by enclosure "t"

Conformity to IECEx  Standards

IEC 60079-0 - Explosive atmospheres. Equipment. General requirements

IEC 60079-1 - Explosive atmospheres. Equipment protection by flameproof enclosures "d"

IEC 60079-31 - Explosive atmospheres. Equipment dust ignition protection by enclosure "t"

Type of Protection :

ATEX II 2 G Ex db IIC T6 Gb 

II 2 D Ex tb IIIC T85°C Db

Tamb : -20°C to +60°C

IECEx  Ex db IIC T6 Gb

Ex tb IIIC T85°C Db 

Tamb : -20°C to +60°C

Conformity to cETLus  Standards

UL   1203 - Ed.5

CSA   C22.2.30 - M1986

CSA   C22.2.25

Type of Protection :

cETLus                                   Marking ETLus:

                                               Class I, Division 1, Groups A,B,C, D, T6 Tamb: -20°C;+40°C.

                                               Class II, Division 1, Group E, F and G, T6   Tamb: -20°C;+40°C. 

                                               Class III, Division 1, T6 Tamb: -20°C;+40°C.

                                               Marking cETL:

                                               Class I, Division 1, Groups B,C, D, T6     Tamb: -20°C;+40°C.

                                               Class II, Division 1, Group E, F and G, T6    Tamb: -20°C;+40°C.

                                               Class III, Division 1, T6     Tamb: -20°C;+40°C
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Part Nr.
1
2
3
4
5
6
7
8
9

10
11
12
13
14
15
16
17
18

19-20-21
 

silicon spring
pistons

twin buttons kit

Description

stress proof cable gland
support plate

cable gland (not supplied)
aluminum base

brass connection plate
o-ring

locking screw
key switch

start and emergency buttons kit
aluminum cover

NO switch
switch layer

holding support
holding hook
hexagon key

switch plate locking pins
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Switching Element 

Main Features 
Push button elements are inside part of X Touch pendant stations .
Casing is made in self-extinguishing nylon glass.
Double breaking and self-cleaning sliding contact element are in silver alloy 
Screws and springs in inox steel

Push buttons with International Symbols buttons with International Symbols
According to FEM 9.941 rules

Two steps  (NO)       One step (NC)                                                Diagram
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DLAS11

DLAS01

DLAS21

DLAS02 DLAS03 DLAS04 DLAS05 DLAS06 DLAS07 DLAS08

DLAS12 DLAS13 DLAS14 DLAS15 DLAS16 DLAS17 DLAS18

DLAS22 DLAS23 DLAS24 DLAS25 DLAS26 DLAS27 DLAS28

DLAS30 DLAS31 DLAS32 DLAS33 DLAS34

DLAS35 DLAS36 DLAS37 DLAS38 DLAS39


